
   

AR  S r l  -  V i a  I p p o l i t o  N i e v o ,  1 9  –  2 0 1 4 5  M i l a n o  -  I t a l i a  -  T e l .  0 0 3 9  0 2  4 9 8 9 6 5 7  -  F a x  4 9 8 5 4 3 1  

C a p .  S o c .  €  1 1 0 . 4 0 0  i n t .  v e r s a t o  –  P . I . / C . F .  1 1 2 1 8 0 6 0 1 5 7   

R . E . A .  d i  M i l a n o  1 4 4 7 6 6 6  R e g i s t r o  I m p r e s e  N °  3 4 5 4 5 / 8 4 8 6 / 0 1  

info@ar-srl.com – ar-srl@legalmail.it  
 

 

 

 

 

CUCITRICE MONTANA SG-40 (S840-B1) 

SCHEDA TECNICA 

 
 

 
SPECIFICHE TECNICHE 

 
Type of tool: Stapler 
Dimension: 360 × 78 × 235 mm 
Weight of tool: 1.77 Kg 
Compressed air 
Maximum operating pressure (manufacturer range): 8.4 kg/cm² (approx. 8.24 bar) 
Operating pressure: 4.9–8.4 kg/cm² (approx. 4.81–8.24 bar) 
Air consumption per driving operation: 1.547 SL/cycle @ 100 psi 
 
Noise characteristics (manufacturer specification) 
 
Sound pressure level: 87.5 dB(A) 
Sound power level: 100.5 dB(A) 
Peak C-weighted instantaneous sound pressure level at workstation: < 130 Db 
Vibration value: 2.77 m/s² 
Measurement uncertainty (Standard): not specified in manufacturer PDF 
Recommended lubrications: Air drill oil 20#  
Fastener specifications (mm): Crown 11.1 mm (inner 9.4 mm), wire 1.6 × 1.4 mm (16 gauge), length 19–38 
mm 
Accessories: 4mm, 5mm wrenches 
Applications & suitability: Furniture/box manufacturing, upholstery and other fine woodworking 
Actuating system: Single actuation 
Trigger device: Finger activated trigger 
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